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AVAILABLE VIA RAILCARS, TRUCKS, TOTES, DRUMS, PAILS, AND SMALLER PACKAGING 

ProFluid™ Torque Synthetic Limited Slip Gear Oils SAE 75W-90, SAE 75W-140, and SAE 80W-140, API 
GL-5, MT-1 are engineered with synthetic base oils and specialized additives to deliver enhanced thermal and 
oxidative stability at high temperatures across various operating environments. These oils contain advanced 
anti-scuffing agents and friction modifiers that ensure superior protection and lubricity, particularly under 
extreme pressure. Moreover, ProFluid™ Torque Synthetic Limited Slip Gear Oils maintain excellent shear 
stability and are resistant to rust, oxidation, foaming, and varnish buildup. ProFluid™ Torque SAE 75W-90, 
SAE 75W-140, and SAE 80W-140 API GL-5, MT-1 Synthetic Gear Oils are suitable for year-round use, 
surpassing SAE J306 all-weather viscosity standards and meeting the demanding performance criteria of API 
GL-5 and MT-1. The API GL-5 category identifies lubricants intended for gears—especially hypoid gears in 
automotive axles—operating under high-speed or low-speed, high-torque conditions. Lubricants that comply 
with API MT-1 offer protection against thermal breakdown, wear, and oil seal deterioration, which is not 
guaranteed by GL-5 only oils. 

• Formulated with high-quality synthetic base oils for reliable performance. 
• Contains advanced additives for improved protection under extreme pressure. 
• Resists rust, oxidation, foaming, and varnish for longer oil life. 
• Engineered for all-season, all-weather use, meeting SAE J306 specifications. 
• Exceeds API GL-5 and MT-1 requirements for superior gear and seal protection. 

 
Typical Properties 
Physical Unit Test Method 75W-90 75W-140 80W-140 
Appearance, Visual — — Yellow, Transparent, Liquid 
Viscosity @ 40°C cSt ASTM D445 113.2 176.7 230.25 
Viscosity @ 100°C cSt ASTM D445 15.5 25.0 26.0 
Viscosity Index — ASTM D2270 145 175 145 
Flash Point °C ASTM D92 205 205 210 
Pour Point °C ASTM D97 -50 -48 -36 

NOTE: Values indicated are typical physical properties and are not specification limits. Seller offers no warranty, expressed or implied, concerning the 
suitability of this product for any particular purpose. 
 
 
Exceeds Performance Requirements 
API GL-5, MT-1; SAE J2360 
Mack GO-J (75W-140, 80W-140) 
Mack GO-J Plus (75W-90) 
Meritor O76-E 
 
 
Product Codes 
PFT-75W90-S, PFT-75W140-S, PFT-80W140-S 
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